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the maximum extent practicable, po-
tential risks to public health or the en-
vironment, including impacts of the af-
fected SSI unit on ambient air quality,
visibility, soils, and vegetation. In con-
sidering such alternatives, the analysis
may consider costs, energy impacts,
nonair environmental impacts, or any
other factors related to the practica-
bility of the alternatives.

(b) Analyses of your SSI unit’s im-
pacts that are prepared to comply with
state, local, or other Federal regu-
latory requirements may be used to
satisfy the requirements of this sec-
tion, provided they include the consid-
eration of air pollution control alter-
natives specified in paragraph (a) of
this section.

(¢) You must complete and submit
the siting requirements of this section
as required under §60.4915(a)(3) prior to
commencing construction.

OPERATOR TRAINING AND QUALIFICATION

§60.4810 What are the operator train-
ing and qualification requirements?

(a) A SSI unit cannot be operated un-
less a fully trained and qualified SSI
unit operator is accessible, either at
the facility or can be at the facility
within 1 hour. The trained and quali-
fied SSI unit operator may operate the
SSI unit directly or be the direct su-
pervisor of one or more other plant per-
sonnel who operate the unit. If all
qualified SSI unit operators are tempo-
rarily not accessible, you must follow
the procedures in §60.4835.

(b) Operator training and qualifica-
tion must be obtained through a state-
approved program or by completing the
requirements included in paragraph (c)
of this section.

(c) Training must be obtained by
completing an incinerator operator
training course that includes, at a min-
imum, the three elements described in
paragraphs (c)(1) through (c¢)(3) of this
section.

(1) Training on the 10 subjects listed
in paragraphs (¢)(1)(i) through (c)(1)(x)
of this section.

(i) Environmental concerns, includ-
ing types of emissions.

(ii) Basic combustion principles, in-
cluding products of combustion.

§60.4820

(iii) Operation of the specific type of
incinerator to be used by the operator,
including proper startup, sewage sludge
feeding, and shutdown procedures.

(iv) Combustion controls and moni-
toring.

(v) Operation of air pollution control
equipment and factors affecting per-
formance (if applicable).

(vi) Inspection and maintenance of
the incinerator and air pollution con-
trol devices.

(vii) Actions to prevent malfunctions
or to prevent conditions that may lead
to malfunctions.

(viii) Bottom and fly ash characteris-
tics and handling procedures.

(ix) Applicable Federal, State, and
local regulations, including Occupa-
tional Safety and Health Administra-
tion workplace standards.

(x) Pollution prevention.

(2) An examination designed and ad-
ministered by the state-approved pro-
gram.

(3) Written material covering the
training course topics that may serve
as reference material following comple-
tion of the course.

§60.4815 When must the operator
training course be completed?

The operator training course must be
completed by the later of the two dates
specified in paragraphs (a) and (b) of
this section.

(a) Six months after your SSI unit
startup.

(b) The date before an employee as-
sumes responsibility for operating the
SSI unit or assumes responsibility for
supervising the operation of the SSI
unit.

§60.4820 How do I obtain my operator
qualification?

(a) You must obtain operator quali-
fication by completing a training
course that satisfies the criteria under
§60.4810(b).

(b) Qualification is wvalid from the
date on which the training course is
completed and the operator success-
fully passes the examination required
under §60.4810(c)(2).
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